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Cut the cord on elevator phone lines 

Go cellular and save 35% or more on monthly phone line fees 

MyLinkLine Connect™ 

U.S. Corporate Office 

736 North Park Shadows Drive 

Bountiful, Utah 84010 

Toll Free 1-800-862-4001 

www.mylinkline.com 

Elevator Cellular Landlines 

If you currently pay for an elevator phone landline you are 

paying too much. Our cellular elevator phone line is easy to 

install and works with all elevator telephones and monitoring 

services. Why pay the expensive cost of telephone landlines 

when we can install a cellular elevator telephone line that is 

less expensive and more reliable than your existing landline 

service. MyLinkLine can easily provide the complete cellular 

installation that will result in immediate savings.  

Elevator cellular communications make sense because in most 

cases they are more dependable than landline phone 

connections, especially in the event of natural disasters.  

Traditional landlines are going away, and their prices are rising 

drastically. You can count on the reliability of cellular elevator 

phone lines to maintain a communication path between your 

elevator phones and the monitoring service.  

Elevator Telephone Code Requirements 

Our cellular connect landlines meet all ASME A17.1 elevator 

communication code requirements. We also comply with ADA, ANSI and 

IBC codes in addition to all state and local requirements if applicable. 
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Features  

1. Strong cellular phone signal 

2. Easy installation 

3. Make and receive calls 

4. No phone line needed 

5. Excellent voice quality 

6. Back-up battery 

    (36hr stand-by / 4hr talk time) 

7. Simple operation 

8. Long product life 

9. Powerful signal reception 

10. Clear voice communication 

11. Elevator Code Compliant 

Specifications** 

1. 2 RJ-11 ports 

2. DTMF dial out 

4. NI-MH battery (3.6V,1000mAh) 

5. SMA Connector with CDMA antenna 

6. Power input: 12V,0.5A 

7. Connection mode: RJ-11 phone socket 

8. Uses 3G networks 

9. Power connector: US 

10. P15 FCC compliance - UL Rated 

11. Air Interface - CDMA 2000 

12. RF Frequency - 800MHz/1900Mhz 

13. Operating Condition - : -10ºC ~ 50ºC 

14. ASME A17.1 Compliance 

**Product Subject to Change** 


